
ProJet® 6000 & 7000
Step up to the gold standard in 
3D printing with genuine SLA

The ProJet 6000 offers all the benefits of SLA 
in a smaller footprint, so you can print with 
fine feature detail in a wide choice of 
VisiJet® performance engineered materials 
that match or exceed traditional plastic 
properties.

The ProJet 7000 offers the same SLA benefits 
of the ProJet 6000, with more than double 
the build volume so you can print even larger 
parts for prototyping, rapid tooling and 
end-use with fine-feature detail.

FLEXIBLE THROUGHPUT
With flexible build volume options and easily 
swappable material delivery modules, print 
exactly what you need, exactly when you 
need it.

ACCURATE, PRECISE DETAIL
Print parts with crisply defined features and 
precise geometry, so you can evaluate 
physical models of design concepts in their 
nearly finished state.

EXCEPTIONAL PART QUALITY
Whether you need the clearest clear, the 
smoothest surfaces, or the best dimensional 
stability over your entire part, getting the 

Microfluidic mixers
printed in VisiJet SL 

Flexprinted in
VisiJet SL Impact

Print transparent, 
functional

components and 
housings to see

internal workings as 
assembled

Toy prototype printed in 
Accura ABS Black
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ProJet® 6000 & 7000
The gold standard in Stereolithography (SLA) 3D printing

Max Build Volume (xyz)¹
     Full
     Half
     Short

Max Part Weight

Max Resolution

Intelligent Scanning Strategy

     Fine Feature/Outer Surface
     Larger Feature/Internal Surface

Accuracy

Materials

Material Packaging

Electrical

Dimensions (WxDxH)
     3D Printer Crated
     3D Printer Uncrated

Weight (not including MDM)
     3D Printer Crated
     3D Printer Uncrated

Print3DPro and
3DManage™ Software

MPAuto Software

Network Compatibility

Client Hardware Recommendation

Operating System

Input Data File Formats Supported

Operating Temperature Range*

Noise

Interchangeable Material Deliverable
Modules (MDMs) with integrated
elevator and removable applicator

Accessories

Flexible build volume options with interchangeable material delivery modules (MDM)
10 x 10 x 10 in (250 x 250 x 250 mm)
10 x 10 x 5 in (250 x 250 x 125 mm)
10 x 10 x 2 in (250 x 250 x 50 mm)

21.1 lb (9.6 kg)

4000 DPI²

Automated in build dual mode speeds: Fine point scanning for small feature and external surfaces, broader scanning for 
larger features and internal surfaces.

SD: 125 μM (0.005 in) HD & MP: down to 75 μM (0.003 in)
750 μM (0.030 in)

0.001-0.002 inch per inch (0.025-0.05 mm per 25.4 mm) of part dimension. Accuracy may vary depending on build 
parameters, part geometry and size, part orientation and post-processing methods.

Builds with broadest range of 3D printing materials with exceptional mechanical properties. See backpage for choice of 
available mateirals and www.3dsystems.com for all available materials.

2 l click in cartridges for hands-free, drip-free automated re�ll process.

100-240 VAC, 50/60 Hz, single-phase, 750 W

66 x 35 x 79 in (1676 x 889 x 2006 mm)
31 x 29 x 72 in (787 x 737 x 1829 mm)

600 lb (272 kg)
400 lb (181 kg)

Easy build job set-up, submission and job queue management
Automatic part placement and build optimization tools

Part nesting capability
Extensive part editing tools

Automatic support generation
Job statistics reporting

Software development tool for 3DManage software. MPAuto Software enables 3D Printing preparation process integration 
into other digital production software.

Network ready with 10/100 Ethernet interface 4MB

I5, 2.3 GHz with 8 GB RAM (Open GL support 1GB video RAM)

Windows® XP Professional, Windows® Vista, Windows® 7

STL and SLC

64-82 ºF (18-28 ºC)

< 65 dBa estimated

Additional MDM (3 size‘s)

UV Curing Units
Parts Washer
Right Height Table
ProJet® Cart Station

15 x 15 x 10 in (380 x 380 x 250 mm)
N/A
15 x 15 x 2 in (380 x 380 x 50 mm)

47.6 lb (21.6 kg)

73.5 x 38.5 x 81.5 in (1860 x 982 x 2070 mm)
39.0 x 34.0 x 72 in (984 x 854 x 1829 mm)

800 lb (363 kg)
600 lb (272 kg)

Additional MDM (2 size‘s)

UV Curing Units
ProJet® Cart Station

¹ Maximum part size is dependent on geometry, among other factors.  ² Equivalent DPI based on laser spot location resolution of 0.00635 mm in 3DS testing.


